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IND CAT5 SHLD RCPTCLE W/PCB JK 

TELECOM/MODULAR

COLOR VARIATIONS

NORTH ANDOVER, MA
OVERALL CABLE LENGTH TOLERANCE:

≤12 [305] = +1 [25] / -0
>12 [305] ≤60 [1524] = +2 [51] / -0

>60 [1524] ≤120 [3048] = +4 [102] / -0
>120 [3048] ≤300 [7620] = +6 [152] / -0

>300 [7620] = +5% / -0%

ALL OTHER DIMENSIONAL TOLERANCES:
.X = ± .2 [5.08]

.XX = ± .02 [.51]
.XXX = ±.005 [.13]

NOTES:

ELECTRICAL:
 FIELD WIRING TO PCB: 8 THRU HOLES, PLUS SHIELD
MAX. VOLTAGE: 125V DC
MAX. CURRENT: 1.5A
IP PROTECTION: IP67
TEMPERATURE RANGE: -20  C TO 80  C
CSA & UL RATED

COMPONENT SHALL BE INDIVIDUALLY PACKAGED IN
 ACCORDANCE WITH L-COM SPEC. PS-0031.

REGULATORY COMPLIANCE:
  CE2011/65/EU(RoHS DIRECTIVE)

DESCRIPTION MATERIAL FINISH
RJ45 W/PCB SUB ASSY - -

HOUSING ABS BLACK
O-RING VITON BROWN

BULKHEAD GASKET NITRILE BLACK
HEX NUT LNP BLACK

GASKET AND HEX NUT
REMOVED FOR CLARITY

HEX NUT

GASKET


